ReaderTT.config = {"pagecount":15,"title":"INDICE DE CONTENIDO","author":"Propiedad","subject":"","keywords":"","creator":"Acrobat PDFMaker 6.0 for Word","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20051118201755Z","moddate":"D:20051118201842Z","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Listado de Componentes","page":3,"zoom":"XYZ 0 945 null"},{"title":"Listado de Herramientas","page":3,"zoom":"XYZ 0 427 null"},{"title":"Tiempo de Construcción: Alrededor de una hora","page":4,"zoom":"XYZ 0 1150 null"},{"title":"Detalle de Materiales","page":4,"zoom":"XYZ 0 1095 null"},{"title":"Proceso de construcción","page":5,"zoom":"XYZ 0 1130 null","children":[{"title":"Colector Delantero","page":5,"zoom":"XYZ 0 1077 null"},{"title":"La Lata","page":7,"zoom":"XYZ 0 666 null"},{"title":"PigTail","page":8,"zoom":"XYZ 0 770 null"},{"title":"Crimpado conectores","page":8,"zoom":"XYZ 0 612 null"}]},{"title":"Apéndice","page":10,"zoom":"XYZ 0 537 null","children":[{"title":"Antena Guía Ondas (sin colector delantero)","page":10,"zoom":"XYZ 0 482 null","children":[{"title":"Teoría de la Antena Guía Ondas","page":10,"zoom":"XYZ 0 331 null"},{"title":"Una idea","page":12,"zoom":"XYZ 0 1148 null"},{"title":"Construcción","page":12,"zoom":"XYZ 0 890 null"},{"title":"Dimensiones","page":13,"zoom":"XYZ 0 1066 null"},{"title":"Mejoras al modelo","page":14,"zoom":"XYZ 0 941 null"},{"title":"Versión mejorada","page":14,"zoom":"XYZ 0 682 null","children":[{"title":"Bibliografía","page":15,"zoom":"XYZ 0 941 null"}]},{"title":"Internet:","page":15,"zoom":"XYZ 0 663 null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
